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PRODUCTS

Trade Name
Article Number
Polymer
Colour

SPECICIFATION

ENTRON A GF15 BK PCR
723301

PCR-PA 6.6

black

ENTRON A GF25 BK PCR
723501

PCR-PA 6.6

black

ENTRON A GF30 BK PCR
723601

PCR-PA 6.6

black

ENTRON A GF50 BK PCR
723001

PCR - PA 6.6

black

Filler Content
[DIN EN I1SO 3451 / Muffle Furnace / 600 °C]

PROPERTIES

15 [%]

25 [%]

50 [%]

Tensile Modulus

[DIN EN ISO 527-2 /1A]
Tensile Strength

[DIN EN ISO 527-2 /1A]
Elongation at Break

[DIN EN ISO 527-2 /1A]
Charpy Impact Strength
[DIN EN ISO 179-1/1eU]
Charpy Notched Imp. Str.
[DIN EN ISO 179-1/1eA]

CHARACTERISTICS

5100 [MPa]
115 [MPa]
4 [%]
60  [kJ/m?]
10 [kJ/m?]

8000 [MPa]
150 [MPa]
S5 [%]
65 [kJ/m?]
1 [kJ/m?]

9000 [MPaq]
160  [MPa]
B85 [%]
70  [kJ/m?
12 [kJ/m?]

15000 [MPa]

210 [MPa]
3 [%]
75  [kJ/m?]
15 [kd/m?]

Density
[DIN EN ISO 1183-1]

www.enneatech.com

1.23 [g/cm?]

1.32 [g/cm?]

1.36 [g/cm?]

This is a marketing document. The article number may change according to the final specification. Given product information do not guarantee any certain properties.
The information cannot be transferred to other products made with our material. Typical properties are not to be regarded as specifications. Some of these properties are part
of plastics databases. The buyer is responsible for safe use of the material and its suitability tests. The processor is not released from own examinations.

PDS GF-Compounds

1.56 [g/cm?]
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